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Designed for wide range of 30ks- GHz VLF -SHF receiving. 
Complete passive system brings superior low noise and free of 
cross / Intermoduiations. 


ASSEMBLING . 
stainless stoel rods of 58 cm. Then joiit it with 10 mm diameter 
alaminum pipe and tighten screw to be total 170 om long element. 
Joint 170 cm element to a antenna sitechment on the dupleaar case 
and fix with two each washers / screws. 

For high frequency range element ( that bas two self air wound 
cols), joint with connector adapter and tighten screw by supplied 
hex wrench 

Firoly screw it on §0-299 receptor on the depleaer case for the 
element of the most fik position from low frequency range element, 
(refer to the figure) 

Preparo a mast ( appe. 40 man dia. not supplied ) in vertical fx - 
supporting antenna by two “ U “ shape bolts. 

Connect the coaxial 50-299 side to the dupleser case and slip im 
Lendiin consial cable tp your room (take care of water intrusion) to 
connect its BNC ping to your receiver. 


CAUTION 
‘This antenna is desigged only for receiving and please do not try to 
Warranty void for the damages by transmission and thunderbolt. 


SPECIFICATION 

Frequency range 30 ki - 2 GHz 

Gain Max, 0dB 

Impedance 50 ohms 

Endurance 50 mmis wind speed. 

Acceptable mast -6mm dis 

Total length 1800 mm 

Coaxial cable RG-SAU 15m with BNCpkg 


